LAPEER COUNTY ROAD COMMISSION
PERSONNEL AND OPERATIONS POLICY MANUAL

Policy Subject: NEIGHBORHOOD WATCH SIGN POLICY
Authorized by Board of Road Commissioners Date: 11/20/1985
Amended Date: 07/18/2018
Amended Date:

1. Itis the responsibility of the Neighborhood Watch group to install these signs. The sign should be
installed at the back of the ditch and outside the clear vision area as shown in Figure 1 and Figure 2
on Page 2 of this Policy.

2. NEIGHBORHOOD WATCH SIGNS CANNOT BE MOUNTED ON ROAD COMMISSION SIGNS.

2.1.  The Lapeer County Road Commission installs their signs at the proper height requirements
to comply with the Michigan Manual for Uniform Traffic Devices.
2.2.  Any Neighborhood Watch signs placed on Road Commission signs will be removed.

3. The Neighborhood Watch group will be responsible for calling the MISS DIG system before driving

any posts.

3.1.  Thisis necessary in order to avoid damage to any underground utilities located along the
roadway.

3.2. Failure to do this may result in injury to the person installing the sign or costly disruption

of utility service to the surrounding area.
3.3. [t is suggested that the posts be driven 3-ft to 4-ft into the ground.

4. As aservice to the neighborhood watch group, new posts are available from the Lapeer County
Road Commission at 50% current cost plus tax.

The undersigned has reviewed the location sketch in Figure 1 and Figure 2 on Page 2 of this Policy and
understands that he/she is responsible for the placement of signs in a manner which will not obstruct
sight distance from driveways or side roads. Applicant is advised to call the MISS DIG system prior
to driving posts.

Neighborhood Watch Contact Person:

Address:

City, State, Zip:

Phone Number:
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FIGURE 1 - Side View

RIGHT OF WAY WIDTH WVARIES
TYPICALLY 33 — HOWEVER CHECK WITH LCRC
QFFICE FOR WIDTH AT PROJECT LOCATION

= <
= O
i 3 CLEAR ZONE WIDTH PER TABLE #1 —
Z ROAD WIDTH VARIES & OR PLACE OM BACK OF DITCH 1
& TYPICALLY 11 70 12° 1y WHICHEVER IS GREATER
2 :
o
o
R s i —
.‘\“‘ I o
EXISTING GROUND
TABLE 1

"RIGHT OF WAY

HEIGHT TO BOTTOM OF SIGN

SHALL BE MINIMUM 5, OR 7'
IF SIDEWALKS ARE PRESENT

BURY POST MINIMUM
3" TO 4" INTO GROUND

Posted Speed

Clear Zone Distance

Measured from Edge of Roadway

40 mph or Less 12-ft
45 - 50 mph 14-ft
55 mph 16-ft

FIGURE 2 - Top View
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PLACE PRUPOSEL MEICHBORHOOD WATCH SIGN
QUTSIDE OF THE REQUIRED SIGHT TRIANGLE,
REFER TO FIGURE #1 FOR OFFSET REQUIREMENTS

REQUIRED SIGHT TRIANGLE, DO NOT
PLACE ITEMS WITH THIS ZONE

300’
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